
Before storing your Quik Spray system there are a few things you need to ensure first. 

Make sure your Quik Spray systems are fully drained of all water to prevent damage from freezing weather. You can

also run some Anti-Freeze through the system to be extra safe. Run it on bypass for a couple of minutes and then out

through the guns back into the Antifreeze container so you can reuse it for next season. 

 If you have a 12 volt battery trickle charger hook it up to the 12 volt battery on your unit to ensure that it is ready to

go for the beginning of the next spray season.

For contractors, I recommend that you rebuild your pumps in the off season to help prevent any down time. We have

a complete pump rebuild pack available for all Bertolini pumps. You will save 10% off the price buying the pack rather

than the parts individually. When rebuilding your pump wash it out with diesel and replace the oil with SAE 30 or

10W 30 oil.

Every three months I recommend removing the guards and checking drive belts for wear, checking the chain for

correct tension (15-25mm of play) and lubrication, and checking the chain and sprockets for wear. Replace the chain

and sprockets when wear is more than 20%. If your system is direct coupled with a twin chain and twin sprockets

between the motor and pump the acceptable range of play is 0-3mm. 

Make sure to clean out and lubricate the internals of your spray system with our Quik Flush. We recommend using it

once a week when spraying and at the beginning and end of each season. It will help extend the life of your pump

diaphragms and o-rings, hoses and spray guns. Just add one bottle with 50 litres of water to the tank. Run the system

on bypass for about 10 minutes. Then pressurise the system and open the spray gun/s and run the tank empty

through the gun/s.

I hope you find this information useful. If you have any questions regarding the operation and maintenance of your

unit, please contact us. 
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